æ Audi A6 Wiring Diagram No. 32/ 1 


Seats Adjustment, Front Only , (Q1A),(3L5) 
From January 2011 
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No. 32/ 2 


Driver Seat Adjustment Control Head, Driver Power Seat 
Adjustment Circuit Breaker 1 


E222 Driver Seat Angle Adjustment Switch 

E364 Driver Seat Height Adjustment Switch 

E470 Driver Seat Adjustment Control Head 

S44 Driver Power Seat Adjustment Circuit Breaker 1, In the Left A- 
Pillar Connector Station 

S133 Safety Fuse 3 

T4ci 4-Pin Connector 

T4ck 4-Pin Connector 

T6bb 6-Pin Connector 

10-Pin Connector 

T17m_ 17-Pin Connector, In the Coupling Point for the Left Front Seat 

V243 Driver Seat Angle Adjustment Motor 

V245 Driver Seat Height Adjustment Motor 


Ground Connection Under Driver Seat 

Ground Connection 1 (in Seat Adjustment Wiring Harness) 
371 | Ground Connection 6 (in Main Wiring Harness) 

(6316 Positive Connection 2 (30a) (in Main Wiring Harness) 


M1 ) Positive Connection 1 (30) (in Seat Adjustment Wiring Harness) 


. Refer to Applicable Wiring Diagram for Fuse Positions 
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Driver Seat Lumbar Support Adjustment Switch, Front 
Passenger Seat Lumbar Support Adjustment Switch, Driver 
Seat Adjustment Control Head 


Wiring Diagram 
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8 5 
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1.5 1.5 1.5 1.5 1.5 1.5 15 1.5 
ge/rt ge/br sw/bl br/bl br/rt swirt swibl bribl brit switt 
ws = white 
sw = black 
ro = red 
rt = red 
ise Thee ia pa ie ier Tios pios T4cu Tau Jra pa br = brown 
gn = green 
gr = grey 
V28 V45 V125 V129 V126 V130 li = lilac 
vi = lilac 
ge = yellow 
15 16 17 18 19 20 21 22 23 24 25 26 27 28 or = orange 
PaxAaaanda rs = pink 


E96 
E176 
E177 
E363 
E470 
T4ce 
T4cl 
T4cr 
T4cs 
T4ct 
T4cu 
T6bc 
T6be 
T8ad 
T8ae 
T10q 
V28 
V45 
V125 
V126 


V129 
V130 


Driver Backrest Adjustment Switch 

Driver Seat Lumbar Support Adjustment Switch 

Front Passenger Seat Lumbar Support Adjustment Switch 
Driver Seat Forward/Back Adjustment Switch 

Driver Seat Adjustment Control Head 

4-Pin Connector 

4-Pin Connector 

4-Pin Connector 

4-Pin Connector 

4-Pin Connector 

4-Pin Connector 

6-Pin Connector 

6-Pin Connector 

8-Pin Connector, In the Driver Seat 

8-Pin Connector, In the Front Passenger Seat 

10-Pin Connector 

Driver Seat Forward/Back Adjustment Motor 

Driver Backrest Adjustment Motor 

Driver Seat Lumbar Support Curvature Adjustment Motor 
Front Passenger Seat Lumbar Support Curvature Adjustment 
Motor 

Driver Seat Lumbar Support Height Adjustment Motor 
Front Passenger Seat Lumbar Support Height Adjustment Motor 
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Front Passenger Seat Adjustment Control Head, Front 
Passenger Power Seat Adjustment Circuit Breaker 1 


E471 Front Passenger Seat Adjustment Control Head 

S46 Front Passenger Power Seat Adjustment Circuit Breaker 1, In the 
Left A-Pillar Connector Station 

$131 Safety Fuse 1 


S131 T6bf 6-Pin Connector 
E471 T17n 17-Pin Connector, In the Coupling Point for the Right Front Seat 
N 
( 35 | Ground Connection Under Front Passenger Seat 
Maca 
10.0 A/N 
rt , 95 ) Ground Connection 1 (in Seat Adjustment Wiring Harness) 
pa 
/_ A ” 2 = 
aor ae ae = ii ii (878) Ground Connection 13 (in Main Wiring Harness) 
B298 n 3 15 12 l4 l6 — 
25°? 25 EN 
rt rt \B298 Positive Connection 2 (30) (in Main Wiring Harness) 
f N 
| M1 | Positive Connection 1 (30) (in Seat Adjustment Wiring Harness) 
* Refer to Applicable Wiring Diagram for Fuse Positions 
1 *2 From June 2014 
il 1.5 1.5 1.5 15 1.5 15 
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br br rsw sw 
ws = white 
sw = black 
ore Sted" 
dt. ar red. l 
br = brown 
gn = green 
bl = blue 
gr = grey 
li = lilac 
vi = lilac 
ge = yellow 
or = orange 
rs = pink 
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Front Passenger Seat Adjustment Control Head 


E64 Front Passenger Seat Forward/Back Adjustment Switch 
E98 Front Passenger Backrest Adjustment Switch 
E334 Front Passenger Seat Angle Adjustment Button 
E365 Front Passenger Seat Height Adjustment Switch 
E471 Front Passenger Seat Adjustment Control Head 
T4cm 4-Pin Connector 
T4co 4-Pin Connector 
T4cp 4-Pin Connector 
T4cv 4-Pin Connector 
T8ae 8-Pin Connector, In the Front Passenger Seat 
T10s 10-Pin Connector 
V31 Front Passenger Seat Forward/Back Adjustment Motor 
V46 Front Passenger Backrest Adjustment Motor 
V244 Front Passenger Seat Angle Adjustment Motor 
V246 Front Passenger Seat Height Adjustment Motor 
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